Catch basin frame and grate

150
SEPARATE CAST IN PLACE BASE

Gravel backfill for
pipe zone bedding

NOTES:

1. No steps are required when height

is 1.2 m or less.

2. The boftom of the precast catch basin may be rounded.

3. Frame and grate may be

installed with flange down or

i
,|:£150

PRECAST BASE WITH INTEGRAL RISER

0" Ring

-’|:£150

300

SEPARATE PRECAST BASE

%z or manhole ring and cover
== S . . cast infto adjustment section.
% c e o [«——— Rectangular adjustment secTtion
= - ireul djustment secti
= s g - or efreular adjustment section 4. Knockouts shall have a wall thickness of 50 mm minimum
E S o L to 65 mm maximum.
o S a?
S . oy |J«——F laf slab fop
. S e
g
N [———]
S o CATCH BASIN DIMENSION TABLE
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. 1200, 1350, 1500, 1800, or 2400
. . Mortar (TYP) MAxIMuM | MINIMUM BASE REINFORCING STEEL
N DIA WALL BASE KNOckguT | DISTANCE mm?/mm IN EACH DIRECTION
v THICKNESS THICKNESS BETWEEN
. Steps or |adder SIZE KNOCKOUTS | INTEGRAL BASE | SEPARATE BASE
1200 100 150 900 200 0.32 0.49
1350 115 200 1050 200 0.40 0.40
<
= 1500 125 200 1200 200 0,53 0.53
e [ e— 1800 150 200 1500 300 0,51 0.74
< E § 2400 200 300 2100 300 0.61 0.83
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= ALL DIMENSIONS ARE IN MILLIMETERS
Mortar £| 25 mm MIN ) ) UNLESS OTHERWISE NOTED
Fillet ° 65 mm MAX Reinforcing stee
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CATCH BASIN TYPE 2

STANDARD PLAN B-le
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STATE DESIGN ENGINEER DATE

WASHINGTON STATE DEPARTMENT OF TRANSPORTATION
OLYMP[A, WASHINGTON




